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Abstract Carbon nanocomposites have received more attention in the last years
in view of their special properties such as low density, high specific surface area,
and thermal and mechanical stability. Taking into account the importance of these
materials, many studies aimed at improving the synthesis process have been
conducted. However, the presence of impurities could affect significantly the
properties of these materials, and the characterisation of these compounds is an
important challenge to assure the quality of the new carbon nanocomposites. Thus,
in this work are presented the characteristics of carbon nanocomposites, the
improvements and developments in the synthesis process, as well as the most used
characterisation techniques of these compounds.
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1 General Aspects of Carbon Nanocompounds

Nanomaterials (NMs) are defined as materials that have structural features with at
least one dimension of 100 nm or less; they include nanofilms and nanocoatings
(one dimension), nanotubes and nanowires two dimensions) and nanoparticles
(three dimensions) [1]. Nanomaterials may present itself in different sizes and
shapes, and also differ in composition and origin. Depending on the interaction
between the nanoparticles, the NMs can be found as single particles, aggregates,
powders or dispersed in a matrix, over colloids, suspensions and emulsions,
nanolayers and films, and coated or stabilised as fullerenes and their derivates [2].

Carbon-based nanomaterials, including fullerenes, single- and multi-walled
carbon nanotubes and carbon nanoparticles, are currently one of the most attractive
nanomaterials from an applications perspective [3]. Since their discovery in 1991
by Sumio Iijima, carbon nanotubes have been intensively studied [4]. Their
extraordinary electronic and mechanic properties point towards a great variety of
potential future applications, including polymer composites [5], electronics [6] and
drug delivery [3, 7–9].

Carbon nanotubes (CNTs), one of most researched carbon-based materials,
have a unique atomic structure, very high aspect ratio and extraordinary
mechanical properties (strength and flexibility), making them ideal reinforcing
fibers in nanocomposites [10]. The effective utilisation of carbon nanotubes in
composite applications depends strongly on the ability to disperse the nanotubes
homogeneously throughout the matrix, without destroying the integrity of the
nanotubes. To take advantage of the superior mechanical properties of the carbon
nanotubes, they have been used as fillers in epoxy resins [11] and in the production
of polymer nanocomposites [12, 13]. On the other hand, the cost of production of
carbon nanofibers (CNFs) is significantly less than CNTs, and could be advanta-
geous when compared to CNTs in some applications. The dimensions of CNFs are
between 50 and 200 nm [14], which are similar to those of single-walled carbon
nanotubes (SWCNTs) and multi-walled carbon nanotubes (MWCNTs) [15]. The
main characteristic that distinguishes CNFs from CNTs resides in graphene plane
alignment. If the graphene plane and fiber axis do not align, the structure is defined
as a CNF, but when both are parallel, the structure is considered a CNT [16].

Other carbon compounds extensively studied are the carbon-containing nano-
particles, usually called carbon nanocomposites [17–21]. These materials have
received great attention due to properties such as low density, high specific surface
area and uniform pore size, and thermal and mechanical stability [22]. It is
important to note that the differential application of this type of material is in the
properties of the particles that are associated, such as magnetic, catalytic, energy
and absorptive, among others [22, 23]. An image of typical nanocomposite metal/
carbon obtained by means of transmission electron microscopy (TEM) can be
observed in Fig. 1 [24].

Nanocomposites consisting of metal and carbon are generally produced using
techniques that involve heat treatment, during which some of the carbon may or
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may not be eliminated. It is also at this stage that the metal nanoparticles are
formed, and the material’s crystallinity is increased. Nanoparticles often have
spherical shapes with diameters between 10 and 20 nm as well as high crystal-
linity. These nanoparticles are very stable because they are embedded in the
carbon matrix. Depending on the type of treatment they have undergone, the
nanoparticles surface area can be quite variable, with values ranging from 50 m2/g
to 1000 m2/g. Also, depending on the method of synthesis used or application for
the product, the metal content can also vary greatly [24–29].

2 Synthesis of Carbon Nanocomposites

The synthesis of nanomaterials has been widely studied, mainly in regard to
carbon nanotubes in view of the desire to obtain CNTs with high quality and at low
cost. However, in recent years, many carbon compounds containing nanoparticles
also have been studied and, as mentioned before, in many cases these compounds
could present some advantages in several industrial applications. In this way, many
studies on the synthesis process have been performed with the goal of obtaining
compounds with good characteristics using techniques that take less time and
require less-toxic reagents.

Carbon-based nanocomposites containing nanoparticles can be synthesised in
several ways. The supports for the carbon nanoparticles can be produced, for
example, using silica matrices [30–32], also through deposition, the CVD method,
on the carbon mold [22]. Then, to remove the silica, the material is subjected to a
solution containing hydrofluoric acid. In such cases, which produce a carbon
matrix in the first step, the nanoparticles are usually introduced into the pores of

Fig. 1 TEM images of Ni/C catalyst before catalytic test. Copyright (2011), with permission
from Elsevier
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the matrix by wet impregnation and the composites are subjected to heat treatment.
On the other hand, the carbon matrix and the nanoparticles can be produced in situ
by, for example, the polymeric precursor method, used for both types of matrices,
silica-based and carbon-based [24, 26, 33].

A system of nanomaterials that has received great attention lately is the
so-called core–shell system, which consists of nanoparticles that form a core, the
surface of which is coated with a thin layer of another material. Usually, this
system has a core of a metal or oxide and a shell made of a carbonaceous or
polymeric material, or even other oxides or metals. In these systems, the shell
provides a layer that protects the core against oxidation, as in the case of nano-
crystals of Fe (core)/iron oxide (shell) or Fe (core)/Au (shell), or to provide
reactive capacity that does not represent the core alone [27, 34].

There are several types of synthetic routes for the synthesis of nanocomposites,
among which are impregnations, the polymeric precursor, CVD, ball milling and
sol–gel synthesis [24, 27, 35–37]. More than one method can be combined in
different stages of the formation of nanocomposites, such as solvothermal and
hydrothermal co-precipitation, or they can be combined with the reduction of
metal through the use of a reducing agent [38, 39].

The method of wet impregnation can be used when one of the components of
the composite, such as a silica matrix, for example, is already available. Normally,
this procedure is performed in a solvent in which the separation of the particles is
easy, such as a low molecular weight alcohol. Seo and co-workers [27] impreg-
nated cations of Fe and Co into silica powder of high surface area. Later, they were
reduced to a metallic state, at high temperature and atmosphere of H2. The pro-
cedure was followed by deposition of a thin carbon layer, from methane decom-
position on the FeCo nanoalloy, by CVD method, methane decomposed on the
FeCo nanoalloy. To make the compounds water-soluble, a non-covalent func-
tionalisation step was applied using phospholipid-poly (ethylene glycol). The
materials showed excellent magnetic activity and high stability, with applicability
as a contrast agent [27].

The polymeric precursor method is widely used when to form a matrix containing
well-dispersed nanoparticles, based on the Pechini [40] procedure. This method,
involves the complexation of metal cations with a complexing agent such as citric
acid and subsequent polymerisation by polyesterification reactions, using, for
example, ethylene glycol as the polymerising agent. Carreño and colleagues devel-
oped a catalyst metal/carbon via the polymeric precursor route. After the synthesis of
polymer resin, the material was calcined at high temperatures under inert N2 atmo-
sphere. In breach of the organic chains, the reducing atmosphere of CO formed was
able to reduce the metals to the metallic state, thus forming composite metal nano-
particles in an amorphous carbon matrix in which nanoparticles of easily oxidised
metals such as nickel and cobalt remained protected from oxidation [24, 41].

High-energy milling is a generic term that can be used to describe various
grinding processes, such as mechanical alloying, mechanical milling or mechano-
chemical process, depending on the precursor powders used in the mix. In all cases,
the activation process is mechanical. In this case, not only the mechanical friction is
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important, but also the main reaction mechanism that is related to collision between
the balls and powder processed. The grinding process is usually performed using a
solvent such as isopropyl alcohol. This method is widely applied in the development
of nanostructured metals and alloys and of ceramics [40, 42–44].

The sol–gel method of synthesis is very attractive for the synthesis of nano-
structures containing more than one component, since the slow reaction kinetics
allow good structural engineering of the final product. Another advantage is that
the reactions are conducted at low temperatures or at room temperature. The sol–
gel process involves inorganic precursors that undergo various chemical reactions,
resulting in the formation of a three-dimensional molecular network. One of the
most common routes is via hydrolysis and condensation of metal alkoxides to form
larger metal oxide molecules that polymerize to form the coating. The sol–gel
procedure allows coating of substrates with complex shapes on the nanometer to
micrometer scale, which some commonly used coating procedures cannot achieve.
The substrates include colloidal particles, organic/inorganic crystals, or even fibers
and nanotubes [45–47].

The sol–gel method is also widely used for the synthesis of silica matrices. The
silicon alkoxides are the most commonly used to create a sol–gel matrix such as
the SiO2/C prepared by Gushikem and colleagues [36], or even to enclose a
network of nanoparticles in the xerogel [48].

Nanocomposites containing carbon nanotubes have been explored later. The
addition of these nanotubes to various matrices, such as metal, for example, can
improve the mechanical properties, like stiffness, wear and fatigue, and electrical
properties in comparison to matrices without nanotubes [49]. Some years ago, it
was observed the low wetting of the nanotubes in a metal matrix in the case of
composites synthesised by hot pressing [50, 51]. Alternatively, powder coating
processes can be employed with great success, making the distribution of carbon
nanotubes more homogeneous. The chemical coating of carbon nanotubes by loads
of metal nanoparticles has been widely used [52]. In this whole context, it is easy
to see the importance of analytical control of these loads present in the nanotubes,
as well as the proportions of metal/nanotube nanocomposites for the formation of
technologically relevant materials, since small variations in these parameters can
make big changes in the properties of the final product.

Graphene oxide (GO) nanosheets impregnated with silver nanoparticles
(Ag NPs) were fabricated by the in situ reduction of adsorbed Ag ? by hydro-
quinone in a citrate buffer solution. Paper-like Ag NP/GO composite materials
were fabricated owing to convenient structure characterisation and antibacterial
tests. Antibacterial activity was tested using Escherichia coli and Staphylococcus
aureus as model strains of Gram negative and Gram positive bacteria, respectively.
The as-prepared composites exhibit stronger antibacterial activity against both.
The Ag NP/GO composites performed efficiently in bringing down the count of
E. coli from 106 cfu/mL to zero with 45 mg/L GO in water. The micron-scale GO
nanosheets (lateral size) enable them to be easily deposited on porous ceramic
membranes during water filtration, making them a promising biocidal material for
water disinfection. GO nanosheets can be viewed in the Fig. 2 [53].
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In other work, the authors synthesised one-dimensional rod-like nickel nano-
structure fabricated through a simple, efficient and one-pot solvothermal approach
with hydrazine hydrate and trimethylamine as reducing and morphology-directing
agents. Magnetisation studies showed that the nanorod presents a distinct enhanced
coercive force as a reflection of the 1 D nanostructure. Because of the high
coercive force, we believe that the as-obtained Ni nanorod is suitable material for
potential applications in magnetic storage devices and catalysis [54].

Fig. 2 Top view FESEM images of (a and c) GO paper and (b and d) Ag NP/GO composite
paper. Side-view FESEM images of the cross sections of (e) GO paper and (f) Ag NP/GO
composite paper. Copyright (2011), with permission from Elsevier
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Fig. 3 TEM images of Ni/C catalyst after catalytic test at 500 �C. Copyright (2009), with
permission from Elsevier

3 Applications of Carbon Nanocomposites

3.1 Catalytic Applications

Materials of various matrices containing various transition metals have been widely
applied as catalysts [55, 56]. In the field of catalysts based on carbon, Tavasoli and
coauthors [37] reported the synthesis of Co/CNT by sequential impregnation
method, in order to investigate the interesting catalytic properties of this composite
display. They varied the cobalt loadings from 15 to 40 wt %. The authors assessed
the physicochemical characteristics and catalytic performance for Fischer–Tropsch
synthesis and compared the results with an alumina-supported cobalt catalyst. The
results showed that the hydrocarbon yield obtained by the CNT-supported cobalt
catalyst is surprisingly much larger than those obtained from cobalt on other
inorganic supports, and moreover the CNT caused a slight decrease in the reaction
product distribution to lower molecular weight hydrocarbons.

Carreño et al. [24] synthesised nickel-carbon nanocomposites for use as cata-
lysts for ethanol steam reforming. The authors proposed the use of castor oil as a
carbon precursor in the synthesis. The results showed that nickel/carbon catalysts
have a high activity for ethanol steam reforming. The authors concluded that
catalytic activity was increased at high reaction temperatures, which may be
associated with the formation of filamentous carbon. Images of nickel/carbon
catalyst after their performance are displayed in Fig. 3.

It is important to note that this work shows an economical and environmentally
friendly alternative to preparing catalysts from renewable resources, like castor oil,
that are a low-cost, biomass-derived feedstock. This oil is obtained from extracting
of the plant Ricinus communis, of the family Euphorbiaceae that grows in large
quantities in most tropical and sub-tropical countries, such as Brazil [57].
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3.2 Sensors Applications

Because of their excellent electrochemical properties, such as rapid electron
kinetics, semi- and superconducting electron transport, high tensile strength
composites, and hollow core suitable for storing guest molecules, CNTs have
attracted attention as an electrode material for electrochemical sensors. Associ-
ating CNTs and conducting polymer with synergistic effect it’s possible improve
the electrical and mechanical properties of polymers in order to develop high
performance sensor [4, 58].

Very recently, a sensor for determination of creatinine was produced. The
biosensor was produced from a mixture of creatinine amidohydrolase, creatine
amidino-hydrolase and sarcosine oxidase coimmobilised via N-ethyl-N0-
(3-dimethylaminopropyl) carbodiimide and N-hydroxy succinimide onto nano-
composite films of carboxylated-NTC/polyaniline electrodeposited on the surface
of a platinum electrode. The sensor could detect creatinine in levels as low as
0.1 lM. The results showed that the use of a NTC/polyaniline composite to
construct a creatinine biosensor led to improved analytical performance of the
sensor, which required low power and possessed fast response times, high sensi-
tivity and storage stability. The authors also suggested, based on the results, that
this composite could be used to improve the performance of various other types of
biosensors [59].

3.3 Magnetic Applications

Li et al. [38] studied uniform nitrogen-enriched, carbon-encapsulated nickel
nanospheres obtained by a novel solvothermal method. The spheres as-prepared
presented a core–shell structure with a nickel core surrounded by 10 nm thickness
nitrogen-enriched carbon shell. Samples showed ferromagnetic behavior, due to
the metallic nickel core. The introduction of the nitrogen element resulted in the
surface modification of the encapsulating metal nanospheres, and this material,
according to the authors, may play an important role in biomedical or other
applications.

Sunny et al. [60] developed a simple and low-cost technique for obtaining
highly stable, carbon-coated, nickel nanostructures at relatively low reaction
temperatures. The nickel nanoparticles were obtained by a sodium borohydride
reduction technique and coated with oleic acid. The samples were subjected to
calcination at 873 K, in high purity nitrogen flow. This method obtained face-
centered, cubic nickel nanoparticles with 5 nm thick carbon layers. The large
saturation magnetisation combined with high stability make the nanoparticles
suitable for use in functionalised drug targeting, as solid lubricants and electro-
magnetic shield materials (Fig. 4).
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Sunny et al. [39] still studied magnetic nickel/carbon hybrid nanostructures like
a novel material with microwave absorbing properties. It was found that hybrid
nanostructures are an effective microwave absorber with reflection loss less than -

10 dB in the S and X-bands. The space charge polarization from the nickel carbon
interface and intrinsic magnetic loss of the hybrid magnetic metal carbon nano-
structures cause enhanced microwave absorbing properties

Powdered activated carbon (AC) has been the standard adsorbent for the rec-
lamation of residential and industrial wastewaters for the recent decades [61, 62].
Associating these properties with magnetic properties, magnetic activated carbon
(MAC) has been used to remove organic and inorganic pollutants [63, 64]. One
recent example of these studies is the comparison between AC and MAC with
regard to imidacloprid adsorption. MAC powder was formed from an iron oxide/
AC composite. In conclusion, the authors observed less surface area and micropore
volume for the magnetic powder; however, it was concluded that MAC powder
can be successfully applied for the removal of environmental pollutants [65].

Fig. 4 TEM image (a–b) and HRTEM image (c–d) of Ni@C. Copyright (2009), with
permission from Elsevier
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3.4 Biomedical Applications

Magnetic drug delivery, as proposed by Widder et al. [66], is a method by which a
magnetically susceptible material coated with a drug-laden matrix is injected and
then an externally placed magnet is used to guide the drug matrix to the target site.
Several types of ferromagnetic materials have been used as matrices for applica-
tion in drug delivery systems, as well as the magnetic separation of biomolecules.
Composites of ferromagnetic material and activated carbon can be used for such
purpose. The ferromagnetic material such as iron provides the magnetic properties,
while activated carbon works as a drug-adsorption matrix. One of the methods [35]
to prepare the magnetic target carrier is by a high-impact ball milling process in
which fine Fe particles are welded to activated carbon by utilising the so-called
mechanochemical effect. However, the major disadvantage is that it is easily
separated into Fe and activated carbon while being transferred in veins. The first
particles used for drug delivery were based on colloidal magnetite coated with
cross linked albumin. These microspheres were used by Widder and coworkers
[67] to encapsulate doxorubicin, and were captured magnetically in Yoshida sar-
coma tumors implanted in rat tails. Since these first publications, several studies on
biomedical applications were realised.

Most recently, in the same field of ferromagnetic metal/carbon composites,
Rudge and coworkers studied a method to prepare composites of carbon/iron by a
milling technique originally developed for making composite powders [68]. The
authors obtained particles with size predominantly between 0.5 and 5.0 lm, which
absorbed and desorbed doxorubicin, a potent chemotherapeutic with a narrow
therapeutic index. Chemical analysis showed the particles to be composed pri-
marily of carbon, iron and oxygen, with traces of phosphorous, hydrogen, nitrogen
and sulfur, and parts per million of trace metals. This study demonstrates the
importance of analytical investigation of systems used in biomedical applications.

Five years later, a carbon composite rich in fcc-Co and enclosed by carbon
matrix was used as potential magnetic carrier [28]. The particles, which were made
of cobalt and carbon, had high surface area for drug adsorption and sufficient
magnetic susceptibility for targeting the composite through the use of an external
magnet. Before using the cobalt, the authors attempted to use iron to synthesize the
material for ion exchange, but the Fe2+ oxidized to Fe3+ during the ion exchange.
Therefore, cobalt which also shows strong magnetic properties was selected. The
Co–C composite formed was a spherical 250-300 lm size particle. The spherical
particles were ground to a fine powder.

In the biomedical field, the CNTs also have received great attention. Many
applications for CNTs have been proposed, including biosensors, drug and vaccine
delivery vehicles and novel biomaterials [69]. CNTs can be used as nanofillers in
existing polymeric materials to both dramatically improve mechanical properties
and create highly anisotropic nanocomposites [70, 71]. They can also be used to
create electrically conductive polymers and tissue engineering constructs with the
capacity to provide controlled electrical stimulation [72, 73].
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An example of the utility of CNTs in biomedicine is their relatively large
length-to-diameter aspect ratio (which can exceed 106, with an average length of
1 mm and diameter of * 1 nm) with a very large surface area, which makes CNTs
attractive for high sensitivity molecular detection and recognition. Consequently, a
large fraction of the CNT surface can be modified with functional groups of various
complexities, which would modulate CNTs’ in vivo and in vitro behavior [74].

As CNTs are intrinsically not water soluble, modification through chemical
functionalisation using suitable dispersants and surfactants can enhance solubility
to the range of g/mL4 and is essential for their controlled dispersion. For example,
constituent polar molecules can render CNTs soluble, whereas nonpolar moieties
make CNTs immiscible. Such processes have proved especially important in that
nonsolubilised CNTs have been found to cause cell death in culture [75–77].

Each CNT could be intrinsically different due to limitations on the fabrication
of structurally identical CNTs with minimal impurities [55]. Subtle variations in
local and overall charge, catalyst residue (typically Fe, Co, and Ni), and length of
individual nanotubes are three representative issues that preclude precise use of
CNTs in the biomedical sciences.

4 Characterisation of Carbon Nanocomposites

With the advent of nanotechnology for developing new materials with a wide
variety of special properties, there is a need for greater control of the characteristics
of these compounds and also the impurities that could be present, as these new
materials have been used for very different applications in almost all fields of
technology. The principal techniques for analysis of the composition and structure
of nanocomposites are scanning electron microscopy (SEM), x-ray photoelectron
spectroscopy (XPS) and energy dispersive x-ray (EDX) spectroscopy [38]. The
EDX technique has been widely used to identify metals and/or contaminants in
nanocomposites. Sunny et al. used this technique to verify the presence or absence
of contaminants in carbon nanotubes. SEM is used to investigate the morphology
of nanocomposites. Using the SEM technique, it is possible to observe the surface
defects of the material [38, 39, 60–63].

Another technique that is widely used for characterisation of nanocomposites is
XPS [64, 65]. This technique can be applied to detect the presence of the elements
in the material surface. Maldonado et al. used the XPS technique to evaluate the
compositional and structural properties of carbon nanotubes doped with N2 [66].
XPS spectroscopy was used to investigate fluorine’s interaction with the surfaces
of nanocompounds. In this study, a MWCNT, SWCNT and a fiber were fluorinated
in F2- and ClF3 atmosphere at room temperature [35].

Taking into account that metal impurities can affect the physical, chemical and
surface properties of carbon nanocomposites and could complicate or prevent their
use for industrial applications, it is important to control this type of contamination
[78–81]. In addition, it is important to emphasise that there are many applications
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of carbon nanocomposites in medicine and related areas, and impurities in these
materials could cause many risks to human health [82, 83]. Since the presence of
metallic impurities can increase the potential risk of using carbon nanocomposites,
it is necessary to develop methods to identify metallic elements in low concen-
trations in these materials [78, 84].

The techniques employed for the determination of metal impurities include
atomic spectrometry, for which the samples are most commonly prepared as
aqueous solutions. This poses a problem for the determination of impurities in
carbon nanocomposites, since these materials are difficult to dissolve due to their
structure [85, 86].

Some authors describe different sample preparation methods for carbon nano-
tubes, including dry ashing, microwave-induced combustion (MIC) or microwave-
assisted wet digestion using a mixture of nitric and perchloric acid or with
hydrogen peroxide for subsequent determination of Al, Cu, Cr, Fe, Mn, Mo, Ni, Zn
and halogens by inductively coupled plasma optical emission spectrometry (ICP
OES), by inductively coupled plasma mass spectroscopy (ICP-MS) and by ion
chromatography (IC) [87–89]. Additionally, the authors purposed the use of direct
solid sampling electrothermal atomic absorption spectroscopy (DSS-ET AAS) for
the determination of Al, Cd, Co, Cr, Cu, Mg, Mn and Pb in SWCNTs and
MWCNTs [87]. However, for the determination of metals in carbon nanocom-
posites, there are no applications in literature, so methods should be developed to
improve the quality control of these kinds of materials.

5 Conclusion

The increase in the applications of carbon compounds, especially in industry and
medicine, requires the development of suitable synthesis processes and also ana-
lytical methods for quality control of these compounds. The techniques used to
determine the presence of metals in carbon compounds and the sample preparation
technique for quantification of such metals should be selected based on factors
such as the time required for analysis, simplicity of the procedure, reagent con-
sumption, sample mass, waste generation and low range limits of detection.
Regardless of the chosen methodology, studies in the literature point to the need
for the determination of metal contaminants in carbon compounds, since some
elements that have been found in relatively high levels can interfere with human
health or affect the properties of materials intended for industrial applications.
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